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EB-6917 BAKED EPOXY COATING

(Low VOC’s)
GENERIC TYPE: PHYSICAL DATA:
A two packaged high solids baked epoxy coating. Solids by Weight: Approximately 94%
Solids by Volume: Approximately 88%
Viscosity: 75 Krebs Units
RECOMMENDED USAGE: Flexibility: Passes Zuhr Conical Mandrel

HERESITE EB-6917 is specifically formulated for
immersion or industrial maintenance applications. It
provides outstanding chemical resistance to a wide range
of alkalies, salts, petroleum products, and other aqueous
solutions.

The EB-6917 epoxy coatings are excellent for hot caustic
service in concentrations to 73%. Please contact your
representative for a recommendation regarding your specific
operating conditions.

CHEMICAL RESISTANGE GUIDE:

Exposure Immersion Splash & Spillage
Acids Good Excellent
Alkalies Excellent Excellent
Solvents Good Excellent
Inorganic Salts Excellent Excellent
Water Excellent Excellent
ORDERING INFORMATION:
SHIPPING WEIGHT:
EB-6917 Approx. 13 Ibs./gal.

S-330 Solvent

FLASHPOINT: (T.C.C.)
EB-6917
S-330 Solvent

PRIMER:
Not Required.

PACKAGING:
EB-6917 is available in 1 gallon & 5 gallon kits.

Approx. 8"z Ibs./gal.

20°F(-7°C)
20°F(-7°C)

SHELF LIFE:
24 months at 70°F in unopened containers.

POT LIFE:
24 hours at 70°F

%" bend

Temperature Limitation: Dry heat temperatures up to
325°F(163°C). Temperature excursions up to 400°F
(204°C) can be tolerated for short durations.

V.0.C.: .75 Ibs./gal. as supplied.

STANDARD COLOR: Tan

COVERAGE:

Theoretical Coverage: 1408 square feet per gallon per mil.
(At 13 mils DFT average coverage would be 87 square feet
per gallon. This includes a 20% loss factor.)

Recommended total dry film thickness is as follows:

Environment Dry Film Thickness No. of Coats
Immersion 12-15 2
Highly Corrosive
Fumes 12-15 Mils 2
Mildly Corrosive Fumes 7-10 2

Maintenance 6- 8 Mils 1

SURFACE PREPARATION:

Remove all oil, grease, and other contaminants. All seams
should be continuously welded, weld splatter removed and
all edges radiused. (See Bulletin No. 113, **Fabrication
Specifications.’")

Prices may be obtained from HERESITE Sales Representatives or Main Office. Terms — Net 30 days.
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