
FEATURES

Excellent Bond Strength to Concrete
Excellent Wear Resistance

RECOMMENDED APPLICATIONS

Plating Room Floors
Pickling Room Floors
Truck Loading Platforms
Chemical Storage
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PROTECTO-CRETE 800/800SF

TROWEL APPLIED OR SEEDED
VINYL ESTER FLOOR TOPPING

Flame Spread
ASTM D'"635

Tensile Bond Strength
Failure Same

ASTM D-4541 of Concrete
Thermal Shock 400 F-1600F Same

Resistance
Taber Abrasion

ASTM D-4060

<5mm Same

Cohesive

Dike Areas

Aisleways
Chemical Labs

CHEMICAL RESISTANCE

Organic Acids
Inorganic Acids
Alkaline Solutions

Oils
Salts

TEMPERATURE LIMITS

150°F- Continuous
NOT recommended for area with Thermal
Shock

PHYSICAL PROPERTIES

PC-800

Compressive Strength
ASTM C-579

Tensile Strength
ASTM C-307

Flexural Strength
ASTM C-580

1,800 PSI

3,600 PSI

35 mg. 51 mg.

SPECIFICATIONS

Protecto-Crete 800 shall be a 3/16" thick
aggregate filled, trowel applied vinyl ester floor
topping. Protecto-Crete 800SF shall be 1/16" -
1/8" thick seeded vinyl ester floor topping.

Both products are manufactured by Dudick, Inc.
and applied in accordance with the
manufacturer's recommendations.

PROTECTO-CRETE 800 SYSTEM

Protecto-Crete 800 uses a primer and an
engineered aggregate filled vinyl ester resin.

PC-800SF Primer 27: The blasted or etched concrete

surface must be primed to provide the "wetting
11,000 PSI9,500 PSIout" required for good bonding. Protecto-Crete

800 should be applied while the primer is still
1,800 PSItacky. Do not allow primer to puddle. If

application is not expected over tacky primer, a
light sand broadcast will provide better
trowelling properties for Protecto-Crete 800.

4,000 PSI
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Topcoat: The aggregate filled, Protecto-Crete
800 topcoat develops a cured strength 2-3 times
that of the concrete base to which it is applied to
provide exceptional durability and prolong the
life of the substrate.

Optional 800 Sealer: For increased resistance
to chemicals and moisture, a sealer should be
applied. An optional second coat can be used to
provide a non-slip texture.

PROTECTO-CRETE 800SF SYSTEM

Protecto-Crete 800SF uses a primer, a semi-
self leveling vinyl ester basecoat and a sand or
aluminum oxide broadcast.

Primer 27: The blasted concrete surface must

be primed to provide the "wetting out" required
for good bonding. Protecto-Crete 800SF
should be applied while the primer is still tacky.
Do not allow primer to puddle.

Broadcast: Sand or aluminum oxide is used for
strength and surface texture; aluminum oxide
provides additional chemical and abrasion
resistance. Either material is broadcasted to
complete saturation and the excess removed by
sweepIng.

Optional 800SF Sealer: For increased
resistance to chemicals and moisture, a sealer
should be applied. An optional second coat can
be used to reduce surface texture.

ESTIMATING QUANTITIES AND ORDER
BILL OF MATERIAL

Optional
S-10 Solvent
S-30

4-6 mil DFT
C1ean-u

Smoothing

Aluminum Oxide
Sand
800SF Sealer
S-10

1/16"1 - 1~
3/4 lb./sq.ft.

150-175
500

6-8 mils
C1ean-u

Quantities shown are for estimating purposes
only. Actual field usage may vary.

APPLICATION INSTRUCTIONS

SURFACE PREPARATION

Concrete: Concrete must be prepared
mechanically to remove surface 1aitance and
other contaminants. Concrete must be free of

curing compounds and form release agents.
Surface texture should be similar to 40-60-grit
sandpaper or the visual standard, CSP-5 from
the International Concrete Repair Institute with ~
exposed pea gravel. The prepared surface
should have a nominal tensile strength of 250
psi per ASTM D-4541.

All concrete substrates must be checked for

moisture prior to product application using the
Plastic Sheet Test, ASTM D-4263.

Additional surface preparation will be required
if a 40-60 grit texture with exposed pea gravel
is not achieved and the surface laitance not
completely removed with the first mechanical
preparation procedure.

Mechanical preparation removes laitance,
exposing honeycombs or voids beneath the
surface e, which must be filled with Scratch
Cot 800. (Refer to separate product bulletin).
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Temperature of concrete substrate must be
between 50°F and 110°F.

Relative humidity must not exceed 90%.

Substrate temperature must be 5°F above the
Dew Point.

Hardener Amount/Gallon

PROTECTO-CRETE 800/800SF

TROWEL APPLIED OR SEEDED
VINYL ESTER FLOOR TOPPING

Temperature Pot Life Cure
Time
72 ills.
24 ills.
20 ills.

50°F
75°F
90°F

50-60 min.
30-40 min.
20-30 min.

Do not attempt to store mixed material. Residual
material should be properly gisposed of at the
end of each work period.

PRIMING

Concrete: Concrete must always be primed to
aid in the "wetting out" required for good
bonding. Mix Primer 27 with the correct
amount of PH-l Hardener for 2-3 minutes and
apply with a brush, roller or spray to a 2-4 mil
WFT. Do not allow the primer to puddle. We
recommend the topcoat be applied over tacky
prImer.

Pot Life of the mixed Protecto-Crete

800/800SF will depend on the temperature. To
prevent material waste and avoid damage to
equipment, do not mix more materials than can
be used according to the following table:

/

Application of Protecto-Crete 800/800SF in
direct sunlight may lead to blistering, pinholes,
or wrinkling due to outgassing of air in the
concrete and high substrate temperatures.
Double priming, shading or evening application
may be required. Consult a Dudick
representative.

PROTECTO-CRETE 800 MIX RATIO

Protecto-Crete 800 Resin

PH-l Hardener (@ 75°F)
EA-1 Aggregate
Pre-measured units by weight.

25.5 lbs.
8 oz.

4-50 lb. bags

TROWELLED TOPCOAT

Protecto-Crete 800 components can be mixed
in a concrete mixer or mortar box. The liquids
must be thoroughly blended before adding the
aggregate.

Premix Protecto-Crete 800 liquid for 1-2
minutes to redisperse any pigments or fillers that
may have settled before adding PH-l
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PH-l
I 50°F- I 3-4oz. I 3-4 oz. I 3-4 oz.

70°F
PH-l

I 70°F- I 2-3 oz. I 2-3 oz. I 2-3 oz.
90°F




