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TECHNICAL SPECIFICATION

TERMARUST 2200 (RAVCS®)
PENETRANT/SEALER

DESCRIPTION

USES

COLOR

SHEEN

COMPATIBLE
SYSTEMS

RESIN TYPE

SOLVENT

SOLIDS BY
WEIGHT

SOLIDS BY
VOLUME

Termarust 2200 (RAVCS®) is a high performance
environmentally friendly proprietary penetrant sealer formulated
specifically to remain active. Its unique properties allow it to
neutralize acid, displace moisture, scavenging oxygen,
thoroughly wet surfaces and stop corrosion, pack rusting, and
rust staining (bleeding) on steel structures. The unique chemistry
addresses the physical and chemical components of the crevice
corrosion and pack rust.

For application to joints, crevices, back to back angles and tubing
on steel structures such as bridges, towers, cranes, conveyor
systems, cable suspension systems and vehicle frames where
coating is impossible.

Clear amber solution

Low Gloss

Termarust 2100 (RAVCS®) Primer/Topcoat (Remove excess

Termarust 2200 (RAVCS®) Penetrant/Sealer before applying
topcoat)

Reacted Alkaline Viscolastic Calcium Sulfonate (RAVCS®)

Termarust thinner TR 01

50% £ 2%

43% + 2%






