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Products
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TECHNICAL SPECIFICATION

TERMARUST SERIES 2100
SELF PRIMING TOPCOATS

DESCRIPTION Termarust 2100 (RAVCS®) Self Priming Topcoat is a pigmented
Reacted Alkaline Viscolastic Calcium Sulfonate coating, designed
and engineered exclusively for encapsulation (overcoat) of
existing aged leaded paints, vinyls, coal tar epoxy, polyurethanes,
epoxy mastics, organic or inorganic zinc, galvanizing, metallizing,
acrylics, core 10 steel and tightly adhered contaminant free rust,
or re-coating of new or prepared structural steel. Ideal for use with
water jetting

Termarust 2100 (RAVCS®) Self Priming Topcoat enhances the
following characteristics:

Advanced Technology

Applicator Friendly

High Performance

Surface Tolerant

Single Component

Non Hazardous

Single Coat

« Low VOC

. High Solids

« Non-conductive

. Superior Anti-Corrosive Protection
. Field proven performance over 24 years

Termarust 2100 (RAVCS®) Self-Priming Topcoat outperforms
zinc/epoxy/urethane systems.

USES Termarust 2100 (RAVCS®) Self-Priming Topcoat allows
tremendous flexibility in surface profile and preparation. It is ideal
for the reclamation and long term protection of bridges, steel
structures, highway overpasses, utility towers, cable suspension
systems, pipelines and industrial infrastructure






