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ZERO VOC COLD GALVANIZING COMPOUND/

SPECIFICATION CRITERIA

TYPE: Two-pack, water-based galvanizing
compound.

GENERAL PROPERTIES: ZRC@ZERO VOC
ZRC ZERO VOC is a high-quality metallic zinc
coating based on a trade secret binder which
affords true galvanic anti-corrosion protection to
metals without the necessity of sandblasting for
most metals. Also withstands high temperatures.

SUBSTRATES: Apply to properly prepared
carbon steel, cast iron, and aluminum surfaces.
Not recommended for hot-dip galvanized
surfaces.

NOT RECOMMENDED FOR: Contact with
potable water, acids or alkaline environments will
require appropriate topcoats.

SALT FOG EXPOSURE: 10,000+ Hours (ASTM
8117)

PROHESIONlQUV EXPOSURE: 2,000+ Hours
(ASTM05894)

VOC: 0 Ibs/gal (0 gms/ltr) (ASTM 03960)

PHYSICAL CHARACTERISTICS

SOLIDS CONTENT:

METALLIC ZINC CONTENT: 93% by weight in
dry film. Zinc Dust used specified as ASTM D
520 Type III.

FLASH POINT: None

WEIGHT PER GALLON: 25.2 Lbs (ASTM 01475)

MASS DENSITY: 3.02 gms/cm2
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SHELF LIFE: 2 years

FINISH: Flat, light gray

VISCOSTY: 525 cps. Brookfield RVT spindle #5
@ 100 RPM, 25 °C

RECOMMENDED FILM THICKNESS PER COAT:
Dry: 2.5-3.0 mils (64-76Ji)
Wet: 5.0-6.0 mils (127-152Ji)

COVERAGE:
300-350 fe (28-33m2)per gallon kit @ 1.5 mil (38
Ji) dry film thickness

PENCIL HARDNESS: 4B (ASTM03363)

IMPACT RESISTANCE: Greater than 172 inch-
Ibs. (Intrusion)(perASTM-02794)

ELECTRICAL CONDUCTIVITY: 2 million ohms
per square @ 3 mils dry (resistivity)

APPLICATION

SURFACE PREPARATION: Dependent upon
surface conditions and intended service. Typical
examples are as follows:

POT LIFE: 24 hours (longer times before use
will result in diminished performance)
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To the best 01our knowledgethe technical data containedherein is true and accurate at the date 01issuance and is subjectto changewithout prior notice. User
must contactZRC WORLDWIDEto verify correctnessbelore specifying or ordering. No guaranlee 01accuracy is given or implied. We guaranlee our products to
conlorm to ZRC WORLDWIDEqualify control. We assume no responsibility lor coverage, pertormance,or injuries resulting lrom use. Liabilify, il any, is limited to
replacement01products. Prices and cost data, if shown, are subjectto change withoul prior notice. NO OTHER WARRANTYOR GUARANTEEOF ANY KIND is
made by ZRC WORLDWIDE,EXPRESSOR IMPLIED,STATUTORY,BY OPERATION OF LAW, OR OTHERWISE, INCLUDINGMERCHANTABILITYAND
FITNESS FORA PARTICULARPURPOSE.
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Continuous: 1200°F max 649°C max

Non- 1700°F max 927°C max
Continuous:

BY BY
WEIGHT VOLUME

% Solidsof Liquid Coating 81% 43.7%

Smooth Steel, Solvent clean to SSPC-SP1
Grease & Oils

Smooth Steel, Power tool clean to SSPC-
Rust Scale SP3 or SSPC-SP11 (SIS St

2 or 3)

Pitted Steel, Mill Sandblast to SSPC-SP6
Sea Ie, Paint, (commercial)
Heavy Rust or (SIS Sa 2)
Heavy Duty
Service

Water Immersion Sandblast to SSPC
(100of SP10(near white)(SIS Sa 2)
maximum) or if
topcoat is to be
applied

High Sandblast to SSPC
Temperature SP10(near white)(SIS Sa 2)




